
*Digital display electronic pressure switch

*Switching points and hysteresis can be adjusted 

through buttons

*Switching point and hysteresis independent 

programming, digital output

*Special functions programmable

*Electronic vacuum switch with LED display

*Output with NPN or PNP

*The vacuum connection diameter is R1/8 or M5

*Small size, light weight, and wide range of use

*Vacuum degree detection for vacuum systems, optimizing 

work cycles, and improving economic benefits

*(1) Output 1/working status light comparison, it lights up 

when output 1 is ON

*(2) Analog conversion button MODE

*(3) Unit display (Note 1)

*(4) Main display screen

*(5) Secondary display screen

*(6) Set value Down button

*(7) Set value UP button

*(8) Pressure hole

47 Pressure sensor type A
Protection level: IP40

Utility

(Note 1): When setting the pressure unit to units other than "MPa" or "kPa",
 please attach the unit corresponding to the set pressure unit attached

HG
V
ac
uu
m

C
la
m
pi
ng

T
ec
hn
ol
og
y

V
ac
uu
m

Su
ct
io
n

Fo
am
s

V
ac
uu
m

Su
ct
io
n

C
up
s

V
ac
uu
m

G
en
er
at
or
s

C
om
pa
ct

V
al
ve
s

C
up
s

A
tta
ch
m
en
t

C
us
to
m
iz
ed

pr
od
uc
ts

�������������



47 Pressure sensor type A
Protection level: IP40

Utility
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PNP NPN

47 Pressure sensor type A
Protection level: IP40

Utility

I/O circuit diagram
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